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	How to use box II Plus Alu with Testpoint adapter v2.0/ v3.0... 

The set includes:
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 A - Martech box II PLUS Alu
 B - Testpoint Adapter v3.0
 C - Tape connecting Martech box with TP adapter
 D - Testpoint cable
 E - Transmission cable (direct cable) for phone
 F - Phone plate


 How to connect box II PLUS set (phones series EGOLD): 
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how to use MARTECH SIEM Service Tools with box II PLUS
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 - run the latest version of Martech SIEM Service Tools
 - select
 the phone type - select the mode "Testpoint Adapter v2.0/ v3.0"
 - click on any function (e.g. "Read Phone" button) 
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- look at the photo with marked test points
 - check the phone's power connection (red connector)
 - select the correct BOOT/testpoint variant (variant 1 is selected by default) 
- touch the needles to the points on the phone
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 the status of touching the needles to the points will be shown in the "Connector State" area
 If the states of both needles indicate "connected OK", then the application will automatically start the process of connecting to the phone... 
Hold the test point needles until the application allows you to disconnect them from the points on the phone board. 
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If you have a problem with self-detection - just select "Manual mode", touch the needles for test points and press the button on the black probe... 

Some older EGOLD series phones do not require the use of test points.  You can connect to them in "DIRECT mode", so always try to connect to your phone in DIRECT mode... In case of failure, open the phone and use Testpoint adapter... 


How to connect box II PLUS (SGOLD series phones):
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 For SGOLD phones it is required to use an additional x65/X75 grommet! 


How to use MARTECH SIEM Service Tools with box II PLUS
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 - run the latest version of Martech SIEM Service Tools
 - select
 the phone type - select the mode "Testpoint Adapter v2.0/ v3.0"
 - click on any function (e.g. "Read Phone" button) 
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- look at the photo with marked test points
 - check the phone's power connection (red connector)
 - select the correct BOOT/testpoint variant (variant 1 is selected by default)
 - touch the needles to the points on the phone board


 the status of the touch of the needle to the point will be shown in the "Connector State" area
 If the needle state indicates "connected OK", then the application will automatically start the process of connecting to the phone... 
For S65,SV65,S66,SK65,CX75,M75,CF75, you must use manual mode (for these phones this mode is selected by default).  "Manual mode" requires the use of a button on the black probe... 

Remember, with "older" SGOLD phones (with SW versions lower than 36), you can work in DIRECT mode (without testpoints). 
Use a fully charged battery... 

********************************************************************* 

How to use box LITE with Easy Adapter... 

Set includes:
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 A - Martech box LITE
 B - Testpoint Cable
 C - Easy Adapter
 D - Phone SGOLD series


 How to connect box LITE set: 
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how to use MARTECH SIEM Service Tools with box LITE
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 - run the latest version of Martech SIEM Service Tools
 - select
 the phone type -
 select the mode "EasyAdapter/ Old TP Adapter" - check "Auto Show Test-Point Info
" - click on any function (e.g. "Read Phone" button) 

[image: ]

- look at the photo with the marked test point
 - check the phone power connection (red connector)
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 - touch the needle to the point on the phone plate
 - press the button on the black probe

 Remember, with "older" SGOLD phones (with SW versions lower than 36), you can work in DIRECT mode (without testpoints). 
Use a fully charged battery... 

Good luck! 
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